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through VI of the notification form con-
tained in appendix I of this part. 

(b) In states where state law, regula-
tions, or procedures require owners to 
use forms that differ from those set 
forth in appendix I of this part to fulfill 
the requirements of this section, the 
state forms may be submitted in lieu of 
the forms set forth in Appendix I of 
this part. If a state requires that its 
form be used in lieu of the form pre-
sented in this regulation, such form 
must meet the requirements of section 
9002. 

(c) Owners required to submit notices 
under paragraph (a) of this section 
must provide notices to the appro-
priate agencies or departments identi-
fied in appendix II of this part for each 
tank they own. Owners may provide 
notice for several tanks using one noti-
fication form, but owners who own 
tanks located at more than one place 
of operation must file a separate notifi-
cation form for each separate place of 
operation. 

(d) Notices required to be submitted 
under paragraph (a) of this section 
must provide all of the information in 
sections I through VI of the prescribed 
form (or appropriate state form) for 
each tank for which notice must be 
given. Notices for tanks installed after 
December 22, 1988 must also provide all 
of the information in section VII of the 
prescribed form (or appropriate state 
form) for each tank for which notice 
must be given. 

(e) All owners and operators of new 
UST systems must certify in the notifi-
cation form compliance with the fol-
lowing requirements: 

(1) Installation of tanks and piping 
under § 280.20(e); 

(2) Cathodic protection of steel tanks 
and piping under § 280.20 (a) and (b); 

(3) Financial responsibility under 
subpart H of this part; and 

(4) Release detection under §§ 280.41 
and 280.42. 

(f) All owners and operators of new 
UST systems must ensure that the in-
staller certifies in the notification 
form that the methods used to install 
the tanks and piping complies with the 
requirements in § 280.20(d). 

(g) Beginning October 24, 1988, any 
person who sells a tank intended to be 
used as an underground storage tank 

must notify the purchaser of such tank 
of the owner’s notification obligations 
under paragraph (a) of this section. The 
form provided in appendix III of this 
part may be used to comply with this 
requirement. 

Subpart C—General Operating 
Requirements 

§ 280.30 Spill and overfill control. 

(a) Owners and operators must ensure 
that releases due to spilling or over-
filling do not occur. The owner and op-
erator must ensure that the volume 
available in the tank is greater than 
the volume of product to be transferred 
to the tank before the transfer is made 
and that the transfer operation is mon-
itored constantly to prevent overfilling 
and spilling. 

NOTE: The transfer procedures described in 
National Fire Protection Association Publi-
cation 385 may be used to comply with para-
graph (a) of this section. Further guidance 
on spill and overfill prevention appears in 
American Petroleum Institute Publication 
1621, ‘‘Recommended Practice for Bulk Liq-
uid Stock Control at Retail Outlets,’’ and 
National Fire Protection Association Stand-
ard 30, ‘‘Flammable and Combustible Liquids 
Code.’’ 

(b) The owner and operator must re-
port, investigate, and clean up any 
spills and overfills in accordance with 
§ 280.53. 

§ 280.31 Operation and maintenance of 
corrosion protection. 

All owners and operators of steel 
UST systems with corrosion protection 
must comply with the following re-
quirements to ensure that releases due 
to corrosion are prevented for as long 
as the UST system is used to store reg-
ulated substances: 

(a) All corrosion protection systems 
must be operated and maintained to 
continuously provide corrosion protec-
tion to the metal components of that 
portion of the tank and piping that 
routinely contain regulated substances 
and are in contact with the ground. 

(b) All UST systems equipped with 
cathodic protection systems must be 
inspected for proper operation by a 
qualified cathodic protection tester in 
accordance with the following require-
ments: 
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